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[I\\48 280 SERIES

'OPERATING UP TO 18 GHz

"
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Center Conductor Dielectric Foil Braid Inner Jacket Serving Outer Jacket
Silver Plated Copper EPTFE Silver Plated Silver Plated FEP SCCS Armor FEP
2801/2803 Solid Copper Copper (0.303", 7.82mm) (0.382",9.70mm)
2806/2808 Stranded
2801 2806 2803 2808
ELECTRICAL CHARACTERISTICS
Impedance 50 +/-2Q 50 +/-2Q 50 +/- 2Q 50 +/-2Q
Cut Off Frequency (cable only, max) 18.5 GHz 18.5 GHz 18.5 GHz 18.5 GHz
GHzCapacitance 24.5 pF/ft. 24.5 pF/ft. 24.5 pF/ft. 24.5 pF/ft.
Velocity of Propagation 83% 83% 83% 83%
Time Delay 1.22 ns/ft. 1.22 ns/ft. 1.22 ns/ft. 1.22 ns/ft
Shielding Effectiveness up to 18GHz >100 dB >100 dB >100 dB >90 dB
Cable Attenuation Factors (K1, K2) * 4.3,0.100 5.4,0.174 4.3,0.100 5.4,0.174
Power Handling See Chart See Chart See Chart See Chart
MECHANICAL CHARACTERISTICS
Weight 1.33 0z/ft (123 g/m) 1.26 oz/ft (117 g/m)  2.56 0z/ft (238 g/m) 2.46 oz/ft (229 g/m)
Static Bend Radius 1.0" (25.4 mm) 1.0" (25.4 mm) 1.375" (35mm) 1.375”" (35mm)
Dynamic Bend Radius 1.75" (44.5mm) 2.0” (50.8mm) 2.5" (63.5mm) 2.5" (63.5mm)
ENVIRONMENTAL CHARACTERISTICS
Operating Temperature Range ' -65°C to +200°C -65°C to +200°C -65°C to +200°C -65°C to +200°C
RoHS 3 (EU 2015/863) Yes Yes Yes Yes

'Standard cable assembly temperature range is -55°C to +165°C, -65°C to +200°C available for select configurations

VSWR for assemblies with

two straight connectors 1.35:1 to 18 GHz 1.35:1 to 18 GHz 1.35:1 to 18 GHz 1.35:1 to 18 GHz
VSWR for assemblies with one straight

and one right angle connector 1.40:1 to 18 GHz 1.40:1 to 18 GHz 1.40:1 to 18 GHz 1.40:1 to 18 GHz
VSWR for assemblies with

two right angle connectors 1.45:1to 18 GHz 145110 18 GHz 1.45:1to 18 GHz 1.45:1t0 18 GHz

*Attenuation = Kl\/f + K2f (cable only)
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CABLE ATTENUATION

ATTENUATION
ATTENUATION (MAX) dB/ft

N
0
2801/2803 2806/2808 =
GHz  dB/ft. dB/m Power(W) dB/ft.  dB/m Power(W) / m
@ 20°C @ 20°C
@ Sea Level @ Sea Level 0.10 m
0.5 003 010 2550 0.04 0.3 2185 / E
1 0.04 0.14 1900 0.06 0.18 1500 m
2 006 021 1350 0.08 0.26 1100 (/)]
4 009 030 900 017 038 700 0.01
6 0.11 0.37 750 0.14 0.47 600 1 10
8 013 043 650 017 055 500 Frequency GHz
10 015 048 600 0.19 0.62 450
12 016 053 580 0.21 0.68 400 dB/m ATTENUATION
14 017 057 550 023 075 380 1.00
16 019 062 525 0.24 0.80 350
18 020 066 450 0.26 0.86 340
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CONNECTORS FOR 280 SERIES

L’ WASHER
GASKET

.750 HEX. 6812

‘ |
N 8.531
REF.
] {
N FEMALE
j.ZSO MAX. PANAL
.884
+ 2.35 REF.

N-TYPE FEMALE BULKHEAD (NJB-2801)

.964 REF.
©.280
O REF.
.312 HEX.

SMA MALE DIRECT SOLDER (SPSD-2801)

t 87 REF:
450
125 MAX. PANEL
128 T

] 125 ‘
0285 [ | 531
©.281 REF.
SMA FEMALE l
312 HEX.

RECOMMENDED
MOUNTING HOLE

SMA FEMALE BULKHEAD (SJB-2801)

.90 REF.:

.750 HEX.

N-TYPE MALE RIGHT ANGLE (NPR-2801)

F72.04 L |

\.750 HEX.

N-TYPE MALE (NPS-2801)

2.62 REF.

2.15 REF.

% ,7777@5‘31
RT'

SMA MALE 45DEGREE (SP0-2801)

Other connector types and styles are available, please contact the factory
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CONNECTORS FOR 280 SERIES

2.15 REF.

312 HEX.

SMA MALE RIGHT ANGLE (SPRC-2801)

2.105 REF.

TNC MALE RIGHT ANGLE FOR EXTERNAL
ARMOR (TPR-2801A)

1.93 REF.

9.625 9.531
REF.

.562 HEX.

TNC MALE (TPS-2803)

.105 REF-

TNC MALE RIGHT ANGLE (TPR-2801)

2.02 MAX.

9.625 (00

562 HEX.

TNC MALE (TPS-2801)

1.37 REF.

$.562
REF.

/

/

.500 ACROSS FLATS/

ZMA MALE (ZXPS-2801)
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Other connector types and styles are available, please contact the factory



