
 

   4806

ELECTRICAL CHARACTERISTICS

Impedance   50 +/– 2Ω

Cut Off Frequency (cable only, max)  11.3 GHz

Capacitance   24.5pF/ft.

Velocity of Propagation   83%

Time Delay   1.22 ns/ft.

Shielding Effectiveness up to 18GHz  >90 dB

Cable Attenuation Factors *  K1 = 2.9, K2 = 0.179

Power Handling   See Chart

MECHANICAL CHARACTERISTICS

Weight   2.93 oz/ft (272 g/m)   

Static Bend Radius       3.0” (76mm)

Dynamic Bend Radius       5.0” (127mm)

ENVIRONMENTAL CHARACTERISTICS

Operating Temperature Range  -65°C to +150°C

RoHS 3 (EU 2015/863)   Yes

1 Standard cable assembly temperature range is -55°C to +165°C, -65°C to +200°C available for select con昀椀gurations

VSWR for assemblies with two straight connectors 1.35:1 to 11 GHz

*Attenuation = K1√ ƒ  +  K2ƒ (cable only)

Outer Jacket
FEP

(0.475”, 12mm)

Braid
Silver Plated 

Copper

Foil
Silver Plated 

Copper

Dielectric
PTFE

Center Conductor
Silver Plated Copper
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OPERATING UP TO 11 GHz

480 SERIES
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ATTENUATION (MAX)

 4806

GHz dB/ft. dB/m Power(W)
   @ 20ºC 
   @ Sea Level

0.1 0.01 0.03 11000

0.5 0.02 0.07 4800  

1 0.03 0.10 3250

2 0.04 0.15 2260 

4 0.07 0.21 1650 

6 0.08 0.27 1300 

8 0.10 0.32 1100 

10 0.11 0.36 950 

11 0.12 0.38 900
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OPERATING UP TO 11 GHz
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LC MALE W/LOCK WIRE HOLES (LPSW-4806) N-TYPE FEMALE FOUR HOLE 
FLANGE MOUNT NJP4-4806

7/16 DIN MALE (CN269) LC MALE RIGHT ANGLE W/LOCK 
WIRE HOLES (LCPRW-4806)

CONNECTORS FOR 480 SERIES

1 5/8 EIA FLANGE (158EF-4806) 7/16 DIN MALE RIGHT ANGLE (716PR-4806)

2C PARKLAWN DRIVE  BETHEL CT, 06801 

LPSW-4806 

LC Straight Plug w/ Wire Lock Holes
for IW 4806 Cable

A
REV

APPROVED

DRAWN BY DATE

DATE

TITLE

DRAWING SIZE

A
SCALE

N/A
DRAWING NUMBER

LPSW-4806   SPEC

√

Other connector types and styles are available, please contact the factory
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SC MALE (SCPS-4806) SMA MALE (SPS-4806)

CONNECTORS FOR 480 SERIES

N-TYPE MALE RIGHT ANGLE (NPR-4806) N-TYPE MALE (NPS-4806)

Other connector types and styles are available, please contact the factory
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